TURK STANDARDLARI ENSTITUSU

FABRIKA URETIM KONTROLU UYGUNLUK BELGESI
1783-CPR-1265

Avrupa Parlementosu ve Konseyi'nin 9 Mart 2011 tarih ve 305/2011/EU sayill Tlz(gi (Yapr Malzemeleri TuzUgu veya CPR)
uyarinca, bu belge asagida belirtilen yapi malzemesine uygulanir.

BETON YAPILAR KORUMA VE TAMIR iCiN MAMUL VE SISTEMLER
Bolim 2: Beton Yiizey Koruma Sistemleri

Prensip 2(MC)
Nem kontrolii/2.2 Kaplama uygulamasi (C)
Ticari Model: Waterflex, Purcell

Prensip 5(PR)
Fiziksel direng/Yiizey iyilestirme/5.1 Kaplama uygulamasi (C)
Ticari Model: Epocell PR, Epocell SLS, Epocell SP, Epocell PR-SLS-SP

BYTECH BOYA VE YAPI KIMYASALLARI SAN. TiC. LTD. STi.
ISTANBUL DERi ORGANIZE SAN. BOLGESIi TAV CAD. M1-10 PARSEL TUZLA-
iISTANBUL/TURKIYE

adi veya tescilli markasi altinda piyasaya sunulan ve

BYTECH BOYA VE YAPI KIMYASALLARI SAN. TiC. LTD. $Ti.
iSTANBUL DERi ORGANIZE SAN. BOLGESI TAV CAD. M1-10 PARSEL TUZLA-
ISTANBUL/TURKIYE

imalat tesis(ler)inde liretilmis

Bu belge ,

EN 1504-2:2004

standard’'nin  ZA Eki'nde tanimlanan performansin degdismezliginin degerlendirilmesi ve dogrulanmasi ile ilgili tim hakdmlerin,
Sistem 2+ altinda uygulandigini ve

fabrika tiretim kontroliinin ilgili gereklerle uyum icerisinde oldugunun
degerlendirildigini gostermektedir.

. Firat HACIOGLU
DIREKTIFLER MUDURU

www.tse.org.tr / Necatibey Cad. No: 112 Bakanliklar - ANKARA /+90 312 416 62 00

Bu belge higbir suretle tahrif edilemez, kismen veya okunmasini zorlasuracak sekilde cogalulamaz, kazintu ve silinii yapilarnaz.
This certilicate cannol be altered, partially dublicated or ereased for misunderstanding.




TURK STANDARDLARI ENSTITUSU

CERTIFICATE OF CONFORMITY OF THE FACTORY
PRODUCTION CONTROL

1783-CPR-1265

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011 (the Constructlon
Products Regulation-CPR), this certificate applies to the construction product

Products and systems for the protection and repair of concrete structures
Part 2: Surface protection systems for concrete

Principle 2(MC)
Moisture Control/2.2 Coating(C)
Trade Mark: Waterflex, Purcell

Principle 5(PR)
Physical Resistance/Surface Improvement/5.1 Coating(C)
Trade Mark: Epocell PR, Epocell SLS, Epocell SP, Epocell PR-SLS-SP

placed on the market under the name or trade mark of

BYTECH BOYA VE YAPI KIMYASALLARI SAN. TiC. LTD. STi.
ISTANBUL DERi ORGANIZE SAN. BOLGESi TAV CAD. M1-10 PARSEL TUZLA-
ISTANBUL/TURKIYE

and produced in the manufacturing plant

BYTECH BOYA VE YAPI KIMYASALLARI SAN. TiC. LTD. STi.
ISTANBUL DERi ORGANIZE SAN. BOLGESIi TAV CAD. M1-10 PARSEL TUZLA-
ISTANBUL/TURKIYE

This certificate attests that all provisions concerning the assessment and verification of constancy of performance described in
Annex ZA of the standard(s)

EN 1504-2:2004

under system 2+ are applied and that

the factory production control is assessed to be in conformity with the applicable
requirements.

ods nor the manufacturlng conditions in the plant are modified significantly, unl suspended or
product certification body

Yoot Director of Directives
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Bu belge hicbir suretle tahtif edilemez, kismen veya okunmasint zorlagtracak sekilde gogaltilamaz, kazinti ve silinti vapitamaz,

This certificate cannol be altered, partially dublicated or ercased for 1111Sunderstzm(lmg




